
   Ball valves / 9doc okt-2010

13SD / 13CD: DN15-50

metI noitpircseD D31S D31C

1 ydoB 613SS leetsnobraC

2 spacdnE 613SS leetsnobraC

3 staeS dellifssalg%51EFTP dellifssalg%51EFTP

4 llaB 613SS 403SS

5 metS 613SS 403SS

6 laeS EFTP EFTP

7 laeS EFTP EFTP

8 laeS EFTP EFTP

9 dnalG 403SS 403SS

01 sgnirpscsiD SS SS

11 reveL SS SS

21 tuN SS SS

31 tloB SS SS

41 pirG CVP CVP

51 stloB SS SS

61 rehsaW SS SS

71 stuN SS SS

81 gnir-O ®notiV ®notiV

91 ecivedgnikcoL SS SS

02 llabcitatsitnA SS SS

12 gnirpS SS SS

Specifications

- 3-pce ball valve
- ISO5211 mountingflange for direct mounting

no brackets and adaptors have to be used
- Face to face for threaded valves acc. DIN3203

M4, for welded ends acc. DIN3202 S13
- Fire safe acc. API607 4 th ed.
- Blow-out proof stem
- Lockable lever

Pressure: m ax. 63 bar (1000 psi)
Temperature: -30°C upto +180°C
Certificates: Fire safe acc. API607 4 th ed.

3.1 b material certificate

Options

- 50% SS filled PTFE seats
- Carbon filled seats
- Kalrez® o-rings
- Etc.

Materials



   Ball valves / 10doc okt-2010

13SD / 13CD: DN15-50, dimensions  doc(mm)  

Pneumatic actuators are calculated with air supply  6 bar(g)

gnitcaelbuoD gnitcaelgniS

ND ø WBvL PSBvL epyT vA vB vC vG vH epyT vA vB vC vG vH

51 1/
2
" 57 57 D1PA 731 78 06 14 031 S2PA 051 301 37 5.44 641

02 3/
4
" 09 08 D1PA 731 78 06 14 231 S2PA 051 301 37 5.44 841

52 "1 001 09 D2PA 051 301 37 5.44 851 S3PA 402 021 58 5.94 571

23 1 1/
4
" 011 011 D2PA 051 301 37 5.44 361 S3PA 402 021 58 5.94 081

04 1 1/
2
" 521 021 D3PA 402 021 58 5.94 491 S5.3PA 032 031 89 35 402

05 "2 051 041 D3PA 402 021 58 5.94 402 S5.3PA 032 031 89 35 412

ND .mfA A B 1B C D E F 1F G J 1J WS 1d 2d H L gk

51 1/
2
" 61 57 57 9.07 011 9.12 71 3.12 2.52 63 24 9 6 6 3.24 8 695.0

02 3/
4
" 02 08 09 4.37 011 2.72 22 9.62 7.72 63 24 9 6 6 8.44 8 178.0

52 "1 5.42 09 001 1.48 531 43 82 7.33 33 24 05 11 6 7 45 01 953.1

23 11/
4
" 23 011 011 3.98 531 4.24 73 4.24 2.14 24 05 11 6 7 2.95 01 900.2

04 11/
2
" 83 021 521 5.901 561 3.84 34 3.84 3.94 05 07 41 7 9 5.37 8.41 409.2

05 "2 05 041 051 9.011 561 3.16 45 3.06 6.36 05 07 41 7 9 9.28 8.41 966.4



   Ball valves / 11doc okt-2010

13SD / 13CD: DN65-100

Specifications

- 3-pce ball valve
- ISO5211 mountingflange for direct mounting no

brackets and adaptors have to be used
- Face to face for threaded valves acc. DIN3203

M4, for welded ends acc. DIN3202 S13
- Fire safe acc. API607 4 th ed.
- Blow-out proof stem
- Lockable lever

Pressure: m ax. 63 bar (1000 psi)
Temperature: -30°C upto +180°C
Certificates: Fire safe acc. API607 4 th ed.

3.1 b material certificate

Options

- 50% SS filled PTFE seats
- Carbon filled seats
- Kalrez® o-rings
- Etc.

Materials

metI noitpircseD D31S D31C

1 ydoB 613/M8FC BCW

2 spacdnE 613/M8FC BCW

3 staeS %51+EFTP %51+EFTP

4 llaB 613/M8FC 403/8FC

5 metS 613SS 403SS

6 laesydoB EFTP EFTP

7 teksaG EFTP EFTP

8 laeS EFTP EFTP

9 gnirdnalG 403SS 403SS

01 ellivelleB

rehsawgnirpS

103SS 103SS

11 eldnaH 403SS 403SS

21 tunreveL 403SS 403SS

31 wercspotS 403SS 403SS

41 gnitaoccitsalP CVP CVP

51 stloB 403SS 403SS

61 rehsawgnirpS 403SS 403SS

71 tunstloB 403SS 403SS

81 gnirretneC 403SS 403SS

91 gnir-O ®notiV ®notiV

02 etalppotS 403SS 403SS

12 batgnikcoL 403SS 403SS

22 rehsaW 403SS 403SS

32 ecivedcitatS 613SS 613SS

42 gnirpS 613SS 613SS

52 wercS 403SS 403SS



   Ball valves / 12doc okt-2010

13SD / 13CD: DN65-100, dimensions (mm)

Pneumatic  actuators are calculated with air supply 6 bar(g)

ND ø WBvL PSBvL ADtcA vA vB vC vG vH AStcA vA vB vC vG vH

56 2 1/
2
" 091 581 D5.3PA 032 031 89 35 732 S4PA 172 541 011 85 252

08 "3 022 502 D5.3PA 032 031 89 35 842 S5.4PA 503 271 821 96 092

001 "4 072 042 D5.4PA 503 271 821 96 503 S5PA 063 581 041 - 813

ND .mfA A B 1B C D E F N G J 1J WS 1d 2d H L gk

56 21/
2
" 56 581 091 551 003 77 1.67 8 1.28 07 201 71 9 11 701 1.71 43.01

08 "3 08 502 022 561 533 09 9.88 8 8.59 07 201 71 9 11 3.711 1.71 62.51

001 "4 001 042 072 081 533 5.511 3.411 21 8.711 07 201 71 9 11 3.231 1.71 6.42


