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2-1/2 SANITARY FLANGE
PER ASME-BPE
2X

[MODEL NO. 00687 - #]

1-1/2 SANITARY FLANGE
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1 NPT FEMALE
1.63 WRENCH FLATS
2X

NOTES:
MATERIAL: 316L STAINLESS STEEL, NICKEL BRAZED.1.
PRODUCT CONTACT SURFACE FINISH CODE PER ASME-BPE:2.
SF1: 20 μin. (.5 µm) Ra MAX
SF4: 15 μin.  (.4 µm) Ra MAX, ELECTROPOLISHED.
ALL EXTERNAL SURFACES SATIN FINISH.3.
MAXIMUM OPERATING CONDITIONS:4.

PRESSURE:   TUBESIDE - 600 psi (41 bar)•
                             SHELLSIDE - 400 psi (28 bar)
                             (REFER TO SANITARY CLAMP MANUFACTURER
                             FOR CLAMP PRESSURE RATING)

TEMPERATURE:  800°F (425°C)•
PRESSURE FOR STEAM SERVICE: 125 psi (8.6 bar)•
FLUID TEMPERATURE DIFFERENCE:•
(THOT)AVE - (TCOLD)AVE <125°F (70°C)

FULLY DRAINABLE ON TUBESIDE.5.
MATERIAL AND PROCESS CERTIFICATIONS PROVIDED.6.

ALL DIMENSIONS ARE IN INCHES [mm]
ALSO AVAILABLE

MOUNTING KIT:
MODEL 1022-03•
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SHELL & TUBE HEAT EXCHANGER
60 SERIES SANITARY

SINGLE TUBESHEET, 1 NPT
PRODUCT SPECIFICATIONS SUBJECT TO CHANGE 
WITHOUT NOTICE. MANUFACTURER ASSUMES NO 
LIABILITY FOR MISUSE OR ABUSE OF PRODUCT.  
SPECIFIC WARRANTY INFORMATION IS AVAILABLE 
UPON REQUEST.
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PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS DOCUMENT 
IS THE SOLE PROPERTY OF EXERGY, LLC.  ANY
REPRODUCTION, DISCLOSURE, OR USE, IN PART OR 
AS A WHOLE, WITHOUT THE WRITTEN PERMISSION
OF EXERGY, LLC IS PROHIBITED.
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